OVERALL RATING GENERAL RECOMMENDATIONS / ACTIONS
Very low priority Monitor and no immediate action necessary.
Monitoring of potential ACM for any signs of visible deterioration or damage. ACM in good condition may benefit from preventive maintenance actions including painting, sealing or encapsulating.
Low priority Monitor and minor maintenance/repair.
Monitoring of the ACM should be conducted frequently. Maintenance and repair procedures should be considered as a short term measure for any minor damages (sealing cracks and surface scratches, painting the product if appropriate etc.) with plans for removal in the long term (pending on monitoring of the condition of the ACM).
Moderate priority Removal and replacement should be a priority. Major repair activity should be considered as a secondary and temporary action. Maintenance and repair may be of insufficient benefit. It is recommended that you have the ACM removed and replaced. It is suggested that you contact your local government environmental health officer for advice and consider using the services of a licensed asbestos professional (depending on the work to be undertaken, this may be either a restricted or unrestricted asbestos removal license holder).
High priority
Consult an asbestos professional for removal, disposal and replacement of the ACM. Removal and replacement of the product as soon as possible is strongly recommended. It is highly recommended that you consult with an asbestos professional (e.g., local government environmental health officer, occupational hygienist, licensed asbestos removalist) for advice on how to deal with the ACM. For certain ACMs (i.e., friable ACMs) that are to be removed, it is strongly recommended that a professional with an Unrestricted Asbestos Removal License obtained from WorkSafe be used to remove and dispose of the material. View a list of Unrestricted Asbestos Removal License holders based in WA.
